HV SERIES HIGH VELOCITY LOW EXPANSION FOAM BRANCHPIPE

HV 225
225 Litre/Minute Flow at 7 Bar Inlet Pressure
HV 450
450 Litre/Minute Flow at 7 Bar Inlet Pressure

HV 900
900 Litre/Minute Flow at 7 Bar Inlet Pressure

General Specification

Foam branchpipes are designed for Fluroproteins.
All Purpose foams, and AFFF.

The new style branchpipe is designed to first expand the foam and
accelerate it to high velocity producing long throws beyond the
capability of many older designs.

Branchpipes are designed to match variable in line foam inductors
or equivalent types and are available with an optional onfoff ball
valve, A stainless steel version with an LG2 Gunmetal inlet is
available for use with seawater,

Construction
Body : Light Alloy
Stainless Steel - Marine Version
Finish . : Epoxy Polyester International orange
Natural - Marine Version
Fittings/Nozzle : Light Alloy

Stainless Steel - Marine Version

Note: Carrying Handles are fitted to the HV 450 and HV 900 Models

Dptions

On/Off Ball Valve : All Models

Marine Version : All Models

Self Inducing : HV 2255
HW 4505

Self inducing Models are supplied with pickup tube fitted with a
snap release connector.

PERFORMANCE

225 50 5-8 B-10 770

FOAM BRANCHPIPE [MSA/DOT APPROVELD)

Self inducing model shown with pick-up tube and optional on/
off Ball Valve which is available on all models.
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HY 225 18-24

HY 2255 225 50 5-8 6-10 18-24 770
HV 450 450 100 5-8 B-10 20-25 920
HV 4505 450 100 -8 6-10 20-25 920
HV 900 900 200 5-8 6-10 22-26 1120

In line with our policy of continuous improvement we reserve the right to amend any specification without notice.
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FOAM INDUCTORS (MSA/O00T APPROVED)

* SIMPLE AND EASY TO USE VARIABLE INLINE FOAM INDUCTORS
* PORTABLE

2225
* COST EFFECTIVE 225 Litres/Minute Flow at 10 Bar Inlet Pressure
* VARIABLE 1% TO 6% 2450
* ALL INTERNATIONAL FITTINGS 450 Litres.Minute Flow at 10 Bar Inlet Pressure
= MARINE VERSION OPTION 2900

-

GUNMETAL OR LIGHT ALLOY
CONNECTORS

900 Litres/Minute Flow at 10 Bar Inlet Pressure

General Specification

Variable Inline Foam inductors provide a simple cost effective
means of introducing foam concentrates into the water stream.
They are matched to the range of foam branchpipes and are
calibrated to pickup between 1% to 6% The standard unit is
manufactured in corrosion resistant materials but a fully marinised
version is also available which is suitable for continuous use with
sea water.

Technical Data

Base End Connectians - 2 inch male B.5.P. for

225 and 450 models. 2.5 inch B.5.P. male for the 900 madel.
Inline Inductors can be supplied with any international adaptor
including British Instantaneous, German Storz, American NST etc.
Fittings in Light Alloy. Gunmetal or Brass.

Gonstruction

Options @ With or without carrying handle

Body : Bronze

Mozzle : Brass

Handle : Anodised Aluminium Black Paint Finish
Optional Carrying Handle shown abowve. oYz ¢ Srouae

Filter : Stainless Steel

Venturi @ High Strength Impact Resistant Plastic

[ FOAM COMPOUND Finish : Epoxy Polyester International Orange

(Sabo, Chemguard, Total Walter)
AFFF, Fluoro-protein, Protein, 1-6%
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Z£225 Z25LM 1A 350 150

2450 450U 1-6% >-16 7 350 150

2900 900LM 1-6% 5-16 ] 350 150
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